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PORTABLE EVAPORATIVEAIR COOLER -
IMPORTANT SAFETY INSTRUCTIONS

Please read these instructions before assembling the cooler and keep for
future reference.
This appliance is not intended for use by young children or infirm persons
without supervision. Young children should be supervised to ensure that they
do not play with the appliance.

Waste electrical products must not be disposed of with household waste. This
product should be taken to your local recycling centre for safe treatment.

As the policy of this company is one of continuous improvement, all specifications are subject to change without notice.
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UNPACKING THE COOLER

Unpack the cooler onto a carpet or similar
soft surface. The legs and wheels are
located underneath the unit.
Before assembling the trolley push the
wheels onto plastic pins in the legs (Fig 2).

ASSEMBLY OF TROLLEY

Press two of the legs into the corner
recesses at one end of the cabinet so that
the holes for the magazine rack face the
other two recesses (Fig 3).
Introduce the ends of the magazine rack
into the holes.

Connect the opposite end of the magazine
rack to the other two legs, then push the
legs firmly into the cabinet (Fig 4). This is a
tight fit (the interference fit holds the trolley
into place).

Invert the cooler and check that it is stable.

CAUTION – CHECK VOLTAGE

Check the voltage of the cooler before
plugging into a power outlet.

Use only the rated voltage on the rating
plate on the rear of the cooler (Fig 5).
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FILLING WITH WATER

Turn the cooler off before filling. The water
inlet door is opened by pulling it at the top
(Fig 7). Fill the appliance with clean water.
The water capacity is 18 litres. The
minimum amount of water needed for the
pump to operate is 4 litres (Fig 8).

Try to position the cooler where you wish
to use it before you fill to avoid
unnecessary spillage.  Do not overfill as
water will spill out of the cooler! The cooler
is full when the water level meter indicates
the highest reading. Close the water inlet
door after filling.
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HOW TO GET THE BEST COOLING
PERFORMANCE

Place the cooler with its back near to an
open window or door so it can draw in
100% fresh air.  Open another window or
door on the opposite side of the room for
'flow through' ventilation (Fig 6).
This cooler will not cool properly in a
closed room.

SAFETY INSTRUCTIONS

As this cooler contains water, ensure it is
moved carefully and is not tilted as water
may spill (Fig 9).

Always switch off and remove the plug
before servicing the cooler.

Do not store anything on top of the cooler.
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USING THE COOLER

Low fan speed

High fan speed

Fan only (ventilation)

(1) is selected for quietest
operation (Fig 11).

(3) is for maximum cooling
(Fig 12).

.

When this appliance is used as an air
cooler it should be filled with water and the
'COOL' knob turned to the 'ON' position
(Fig 10).

The cooler may be
used as a fan only. This is set by turning the
'COOL' knob to the 'OFF' position (Fig 13).
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CONDITIONING OF THE ASPEN
COOLING PAD

To get the best performance from your
cooler, we recommend that when first used it
is run with water for at least 10 minutes at the
setting in Fig 12.
During this process the water becomes
slightly yellow, and there is a natural smell of
damp wood. This is normal.

AIR DIRECTION CONTROL

Adjust the air guide vane levers as required.
They are located at the top of the front grille
(Fig 14).
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CLEANING

The exterior surfaces can be wiped with a
damp cloth and a little household
detergent. Do not use abrasive cleaners
and solvents (Fig 15).

TO DRAIN WATER

Place a bucket under the cooler and drain
the water from the reservoir through the
drain plug hole (refer Fig 1 part C).

UNPLUG THE COOLER FROM THE
POWER SUPPLY BEFORE SERVICING.

At least once per year at the end of
summer it is advisable to perform some
simple cleaning on your cooler to maintain
its high efficiency. This involves cleaning
the water system and Aspen filter pad.

TOP PANEL REMOVAL (CLEANING
INSIDE OF UNIT)

To gain access to the unit for cleaning
remove the top panel by carefully
releasing the 4 catches located inside the
top.

Using a small screwdriver, push the clips
in about 3mm (Fig 16) and at the same
time push the panel upwards.
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CLEANING INSIDE OF UNIT

Wash the Aspen pad with water; replace if
worn or deteriorated.

Clean the pump strainer (Fig 19) by
removing dirt and rubbish. Clean the inside
of the reservoir.

SPREADER PAD REMOVAL

Remove the Aspen pad assembly (J, K &
L) by lifting it upwards. Disconnect the
water hose from the spreader (L) before
removing the Aspen pad assembly
completely.

INTERNAL VIEW (Fig 17,18 & 19 )

J Aspen cooling pad
K Wire mesh support
L Spreader
N Water Strainer
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3.6 Fan/pump not running
fast enough on low
speed.

3.6.1 Check that supply voltage is up to correct level.

3.6.2 Fan and pump will pick up speed slightly as the motor
reaches normal operating temperature. Allow the
cooler to run for 30-60 minutes and check again. If
there is no improvement have the cooler checked by a
service agent.

4.1 Reservoir or Aspen
cooling pad dirty.

4.2 Water quality is poor.

4.1.1 Drain reservoir and fill the cooler with clean water. If
it still smells clean the reservoir and replace the
Aspen cooling pad or proceed to 4.2.1.

4.2.1 Add a little vanilla essence or perfume to the water.

4. Cooler makes bad
smell.

5.1 Dirt has accumulated
inside pump.

5.1.1 Proceed as in 3.5.15. Cooler makes
scraping or rattling
noise on new season
start up.

6.1 Too much water in
reservoir.

6.2 Water level indicator not
working.

6.1.1 Drain some water out (see page 6).

6.2.1 Slide the indicator up to the 'FULL' position then let it
drop. If it fails to operate have it checked by a service
agent.

6. Water overflows from
reservoir.

7.1 Electrical fault. 7.1.1 Electrical parts must only be repaired and replaced by
Authorised ServiceAgents.

7.Cooler will not
operate at all.

8.1.1 If the power supply cord of this appliance is damaged
it must be replaced. Electrical parts must only be
repaired and replaced byAuthorised ServiceAgents.

8. Damaged power
supply cord.

3. No cooling. 3.1 Cooling control is off.

3.2 Reservoir is empty or
nearly empty.

3.3 Weather is too humid.

3.4 Aspen cooling pad and /
or pump inlet screen
blocked or dirty.

3.5 Pump is not working
properly.

3.1.1 Turn cool knob to 'ON' (Fig 10)

3.2.1 Fill with water again until water level indicator is at
the 'FULL' position. Water capacity is 18 litres

3.3.1 Turn cool knob to 'OFF' and use cooler as a fan only.

3.4.1 Clean parts - see maintenance page 7.

3.5.1 The pump is NOT a separate electric pump. It is
connected to the fan motor and is driven
mechanically. Turn the cooler off and completely drain
the reservoir. Refill with water. Switch fan to high
speed (3), turn the cool knob to 'ON' and run the
cooler for 10-15 minutes non-stop. This will help
dissolve and flush out the dirt. The Aspen cooling pad
should now be wet. If the pad is not visibly wet and
there is no cooling, have the cooler checked by a
service agent.

1. Cooler will not operate
at first.

2. Cooler stops operating
after running for some
time.

1.1 Power outlet or supply
faulty.

2.1 Motor overheated
(safety cutout).

1.1.1 Switch on power outlet.
1.1.2 Check power supply.
1.1.3 Check power outlet.

1.2.1 Check that power supply is the same as specified
on the rating label.

2.1.1 Wait 30-45 minutes for motor to cool down and it will
restart automatically. If condition persists take the
cooler to a service agent.

TROUBLESHOOTING

CONDITION POSSIBLE CAUSE REMEDY
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